


PDU 80

TECHNICAL SPECIFICATIONS

PDU SERIES

07

PDU 150

SYSTEM  
MODEL  
CAPACITY 
Power Supply  
Cooling Capacity
Heating Capacity
Power Consumption
Operating Current
Refrigerant - Control  
Air Flow  
Fan Motor 
Pipe
Dimension
Condenser Water Flow

Btu/h
Btu/h

W
A

m3/h
W

inch (mm)
inch (mm)

Lt/min

40

41,200
46,000
4,400

7.7

2,500
2,200
1"(25)

41

50

48,000
52,000
4,900

9.6

3,250
3,000
1"(25)

48

60

58,600
63,000
6,500

12

4,500
4,000
1"(25)

63

80

82,000
90,000
8,300

15

6,500
5,500

11/4"(32)

82

100

102,000
108,000

9,400
17.5

7,000
5,500

11/4"(32)
1” (25)

96

120

123,000
135,000
11,600

21

9,500
5,500

11/4"(32)

125

150

145,000
OPS.

12,700
23

11,500
8,000

11/2"(38)

148

180

178,000
OPS.

14,400
26

13,500
8,000

11/2"(38)

180

200

210,000
OPS.

15,500
28

15,000
8,000

11/2"(38)

210

Condenser
Drainage

COOLING - HEAT PUMP - HEATER
PDU

R-134A / R-22 / R-407C / R-410A HFC - Capillary Tube / TXV

380 - 460V / 3Ph / 50-60Hz

COOLING Internal conditions : 19.5°C / 27°C (YT/KT) EXTERNAL CONDITIONS (Water  °C) : 30°C  
HEATING Internal conditions : 16°C / 22°C (YT/KT) EXTERNAL CONDITIONS (Water  °C) : 8°C  

Coolmar Marine type packaged air conditioners with central system are manufactured as per 
requests; therefore, the rival companies are outdistanced thanks to chromium body, changeable 
air volumes and pressures as well as body and technical specifications that may be modified in 
line with the ordered projects. The systems will be in between 10 kW and 150 kW upon requests 

PDU (DX CENTRAL AIR CONDITIONING)

of the customers. Depending on the structure, voltage requirements, climate and region; 
humidifying and fresh air units can be added to the devices in addition to heating processes 
conducted by using tank water via heat pumps, resistors, or additional batteries.  



CROSFLOW

CONTROL SYSTEMS
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CM-MPC-30 LCD CM-MPC-20 LCD

CM-MPC-11 CAREL CHILLER CONTROL DANFOSS CHILLER CONTROL

SYSTEM & INSTALLATION

CM-MPC-12
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GENEL ÖZELLİKLER / GENERAL SPECIFICATIONS


